


Universal Rail Mount 
SUB-COMPACT Laser System

FSL-0650-140

 UNLOAD YOUR FIREARM!

 A. Slide onto Rail System and tighten
  mounting screws.

 B. With cross cut slot on firearm
  position bar in 1, 2 or 3  and clamp
  on gun.   
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WARRANTY:
One Year Limited

Warranty.

DANGER
LASER LIGHT

AVOID DIRECT EYE EXPOSURE
POWER OUTPUT < 5mw

WAVELENGTH 630-670mm
CLASS IIIa PRODUCT 

®

A Division of P&L Industries 
101 Airpark Road   -   Cottonwood, AZ 86326

Phone 928-649-3201   -   Fax 928-649-3970
www.LaserLyte.com
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INSTALLATION

 Push the orange button on the back
 once to turn on. Push again to turn off.
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ACTIVATION

 A. 1.5 hrs continuous on.

 B. 2.5 hrs blinking mode / 
  Low battery indicator.
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BATTERY LIFE / LOW BATTERY 
              INDICATOR

A.

A.

B.

1
2

3

ON OFF

1.5 hrs

B. 2.5 hrs

 Use the .035 inch Allen wrench and the two
 bottom screws to adjust laser. The screws
 move the laser in an X-pattern.   

 Move the laser dot until it is in relation to
 gun sights. End in a clockwise direction. 

 Make final adjustments at shooting range. 
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SIGHT IN
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Battery Replacement:  4 - 393 batteries

.035 inch
Allen wrench

.035 inch 
wrench

Adjustment 
Screws

Laser Dot

Laser
Dot
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 Unscrew Battery cap.

 Remove old batteries.

 Insert four 393 batteries with positive 
 facing battery cap

 Screw Battery cap back in.  

Gun Sight

Laser
Dot




